
Valor Fireplaces • 190—2255 Dollarton Highway • North Vancouver, BC • V7H 3B1
Tel: 604.984.3496 or 1.800.468.2567 • Fax: 604.984.0246 or 1.800.268.0333              www.valorfi replaces.com

Dec 2022
1/1

Overview
LX2 3-sided

 WARNING
Ensure weight of wall above is 
NOT carried by the appliance.

This appliance may be installed in outdoor, weather protected environments as defined in the GV60CKO 
Outdoor Conversion Kit instruction manual.
However, NO electrical connections are allowed for any outdoor installation.

2200K heater

Framing—See 
Installation Manual

1/2” thick non-combustible 
cement board required above 
and on both sides of fi replace 

opening–
NOT supplied

1/2” thick non-combustible 
cement board required above 
and on both sides of fi replace 
opening–NOT suppliedWall fi nish below opening

Combustible material up to 
1-1/4” thick allowed below 

opening. Combustible 
projections must otherwise be 

kept min. 4” below opening.

HeatShift front outlet

HeatShift sides outlet

Remote 
Control 
Handset 
Wall Holder

Wall Finish above opening
Combustible wall fi nish up to 

3/4” thick allowed above opening 
overtop of 1/2” cement board. 
Combustible projections must 

otherwise conform to allowable 
mantel projections

—see Installation Manual.

Remote Battery 
and Wall Switch Kit 
(required) (35-foot wire 
length) (supplied)

Combustible Material Allowed Beneath Fireplace. 
When the appliance is installed directly on carpeting, 
tile or other combustible material other than wood 
fl ooring, the appliance shall be installed on a metal 
or wood panel extending the full width and recessed 
depth of the appliance.

Vent collar supplied as 5 x 8” outlet, fi eld convertible to 4 x 6-5/8” 
outlet (adapter supplied). Note - Vertical rise required in vent system 
when adapting to 4 x 6-5/8” venting

HeatShift Plenum (front or sides) or Duct 
Termination Plates (top) mandatory! HeatShift 
system supplied separately—see Appendix D 
in fi replace’s Installation Manual

HeatShift ducts (4)


