New Construction Applications - Concept

Note: This appliance may be installed in outdoor, weather protected environments as defined in the GV60CKO Outdoor Conversion Kit instruction manual.

- Remote Handset Wall Holder
- Wall Switch
- Mantel
- 1/2 inch thick non-combustible board or equivalent – NOT supplied
- Supplied with top outlet, field convertible to rear outlet
- 1000K heater
- Optional 4" Ø HeatShift duct outlets (4)
- Combustible Framing Allowed Beneath Fireplace. Do not install appliance directly on carpet.

Note: Only non-combustible finishes allowed over top of cement board

- Optional Hearth
- Combustible Floor allowed if flush or below base of appliance
- Trim with Barrier Screen (required)
New Construction Applications - Dimensions

Dimensions

Top View

Front View

Right Side View

Left Side View

Corner Dimensions

Note - 30" Plenum (LDK8) will work with this minimum corner dimension.

Electrical Inlet Point

Face of Framing

Zero Clearance Stand-Offs at Back and Sides

Header Center of vent

6-5/8" dia. Venting field convertible from top to rear outlet

Gas Line Access Point

Optional HeatShift ports, 4 x 4" Ø

4 x 6-5/8" dia. venting

Center Line

Zero Clearance

23-1/4" [591 mm]

Min. 40-1/16" [1029 mm] to top of cement board

35-13/16" [909 mm]

34-1/16" [865 mm]

28-7/16" [722 mm]

17-3/8" [441 mm]

27-7/8" [709 mm]

Electrical Inlet Point

23-1/4" [591 mm]

3-5/16" [85 mm]

1-1/2" [38 mm]

37-1/2" [953 mm]

/2"

12"

[305 mm]

[381 mm]

[599 mm]

[1346 mm]

[1305 mm]