Concept

Note: This appliance may be installed in outdoor, weather protected environments as defined in the GV60CKO Outdoor Conversion Kit instruction manual.

Surround Plate with Barrier Screen (required)
Narrow 1” Trim 1775LFB and wider 3-1/2” steel Trim 1750 adjustable, accept additional non-combustible finish over cement board and behind trim. 1730CIK’s narrow trim requires HeatShift. Cement board finishes up to perimeter of trim. Note: 1730CIK installs before cement board.

Wall Finish
Any wall finishes applied over cement board must be non-combustible. Combustible mantel are ok provided they conform to Installation Manual.

Hearth: not required. If used, must be minimum 4” below fireplace opening unless using HeatShift (see “Appendix D—HeatShift™System” in Installation Manual).

Combustible Framing Allowed Beneath Fireplace. When the appliance is installed directly on carpeting, tile or other combustible material other than wood flooring, the appliance shall be installed on a metal or wood panel extending the full width and recessed depth of the appliance.
L2 1700K

**Dimensions**

- **Zero Clearance to Stand-offs at Back and Sides**: 20-1/2” [519 mm]
- **Face of Framing**: 8” [229 mm]
- **Corner Dimensions**:
  - **Top View**: 57-3/4” [1467 mm] x 52” [1321 mm]
  - **Center Line**
  - **Heatsift System outlets (remove plates)**
- **Left Side View**:
  - Zero Clearance Stand-Offs
  - 4” [102 mm]
  - 3-3/4” [95 mm]
  - 1270RBK Remote Blower Kit outlet (remove plate)
  - Gas Line Access Point
- **Front View**:
  - 32-3/4” [822 mm]
  - 14-1/2” [369 mm]
  - 9-3/8” [238 mm]
  - 49-11/16” [1262 mm]
- **Right Side View**:
  - 6-5/8” dia. Venting field-convertible from top to rear outlet
  - Center of vent
  - 33-1/8” [841 mm]
  - 1270RBK Remote Blower Kit outlet (remove plate)
  - Electrical Inlet Point
- **Minimum 4” [102 mm] to Top of Frame Board**
- **Minimum 4-3/8” [109 mm] to underside of header**

**Valor Fireplaces** • 190—2255 Dollarton Highway • North Vancouver, BC • V7H 3B1
Tel: 604.984.3496 or 1.800.468.2567 • Fax: 604.984.0246 or 1.800.268.0333
www.valorfireplaces.com