MF28 Madrona Contemporary DV
MFCS04 - Concrete/Cast Iron Stove

Dimensions & Clearances

Input
High 28,000 Btu (NG & LPG)
Low 6,500 Btu (NG)
14,500 Btu (LPG)

Top or Rear Outlet (Co-axial)
Also convertible to Co-linear outlet (two 3” liners) for Rear Outlet only.

Approved for mounting on combustible floor.

Mantel / shelf clearances

<table>
<thead>
<tr>
<th>Mantel Depth ‘A’</th>
<th>0–1” (0–26 mm)</th>
<th>2–5” (51–127 mm)</th>
<th>6–18” (152–457 mm)</th>
<th>19–24” (483–610 mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Height ‘B’</td>
<td>34” (864 mm)</td>
<td>36” (914 mm)</td>
<td>38” (965 mm)</td>
<td>42” (1067 mm)</td>
</tr>
</tbody>
</table>

Pipe supplied with engine (see engine manual p. 18)
Suggested gas line access point through wall. Route to avoid optional fan.

Gas line connection point 3/8” NPT FEMALE at valve

Suggested gas line access point through wall. Route to avoid optional fan.

Pipe supplied with engine (see engine manual p. 18)

Gas line connection point 3/8” NPT FEMALE at valve

Mantel / shelf clearances

Top

Front

Right Side
Corner Dimensions

Minimum 17-13/16" (453 mm) minimum
Minimum 41-3/16" (1047 mm) minimum
Minimum 12-5/8" (321 mm) minimum

33" (839 mm) minimum
42" (1067 mm) minimum
26" (660 mm) maximum

Alcove Clearances